
THE MOST VERSATILE PRIVACY FENCING SOLUTION EVER!
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FENCETRAC HORIZONAL & VERTICAL
FENCETRAC KITS ARE DESIGNED FOR TONGUE & GROOVE, WOOD, PVC, COMPOSITE AND MUCH MORE!

“FRAME YOUR IMAGINATION”

STYLES
NOW THERE IS A CLEAR CHOICE FOR PRIVACY FENCING. 
ENDLESS COMBINATIONS OF FILLER MATERIALS TO MEET YOUR UNIQUE CONDITION.

THE NEW PATENTED FENCING DESIGN STANDARD!

GATES



VERSATILE
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WITH FENCETRAC, YOU PICK YOUR OWN STYLE. OUR UNIQUE, PATENTED FENCING 
SYSTEM OFFERS RESIDENTIAL AND COMMERCIAL PROPERTY OWNERS THE ABILITY TO 
USE NEARLY ANY TYPE OF INFILL.
…RED CEDAR, CORRUGATED METAL, BAMBOO, WELDED WIRE, COMPOSITE, VINYL, 
PVC, HARDIE BOARD, METAL SCREEN, WOOD RAILS OR ANYTHING ELSE…
THE POSSIBILITIES ARE ENDLESS



POLYURETHANE 
POWDER COAT

GALVANEAL PREMIUM 
UNDER COAT

STEEL SUBSTRATE

SUPERIOR COATING SOLUTIONS FOR THE PEACE OF MIND THAT BUYING 
AMERICAN PRODUCTS SHOULD BRING!
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TOP/BOTTOM TRAC™ 
- Specially rolled large lip U-channel rail. 
Added durability and strength

VERTICAL H-TRAC™ 
Patented inner channel system that creates 

POST MOUNT TRAC™ 
Adjustable Trac mount system that allows 
multi-point connection of panel to the post.

INFILL MATERIAL 
Choose the desired privacy materials.
These are supplied by others.



MINIMUM SIZES FOR FENCETRAC POSTS

FENCE POSTS (STEEL) PANEL HEIGHT

2-1/2” x 14 Ga. Up to & Including 6’ Height for Residential Applications

2-1/2” x 12 Ga. Up to & Including 8’ Height for Residential Applications

3” x 12 Ga. Up to & Including 8’ Height for Commercial Applications

4” x 12 Ga. Up to & Including 8’ Height for Commercial Applications

4” x 11 Ga. Up to & Including 10’ Height for Commercial Applications

GATE LEAF GATE HEIGHT

Up to & Including 6’ Over 6’ Up to & Including 8’ Over 8’ Up to & Including 10’

Up to 4’ 3” x 12Ga. 3” x 12 Ga. 4” x 11 Ga.

4’1” to 6’ 3” x 12Ga. 3” x 12 Ga. 4” x 11 Ga.

6’1” to 8’ 4” x 11 Ga. 4” x 11 Ga. 6” x 3/16”

8’1” to 10’ 4” x 11 Ga. 6” x 3/16” 6” x 3/16”

10’1” to 12’ 6” x 3/16” 6” x 3/16” 6” x 3/16”

12’1” to 16’ 6” x 3/16” 6” x 3/16” 8” x 1/4”
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COATING PERFORMANCE REQUIREMENTS

QUALITY CHARACTERISTICS ASTM TEST METHOD PERFORMANCE REQUIREMENTS

Adhesion D3359 – Method B
Adhesion (Retention of Coating) over 90% of test area 

(Tape and knife test).

Corrosion Resistance B117, D714 & D1654

Corrosion Resistance over 3,500 hours (Scribed per D1654; 

failure mode is accumulation of 1/8” coating loss from 

scribe or medium #8 blisters).

Impact Resistance D2794
Impact Resistance over 60 inch lb. (Forward impact using 

0.625” ball).

Weathering Resistance
Method)

Weathering Resistance over 1,000 hours (Failure mode is 

60% loss of gloss or color variance of more than 3 delta-E 

color units).

SPECS



PART 1 - GENERAL
1.01 WORK INCLUDED
The contractor shall provide all labor, materials and appurtenances necessary for 

1.02 RELATED WORK
Section ¬_ _ _ - Earthwork
Section _ _ _ - Concrete

1.03 SYSTEM DESCRIPTION
The manufacturer shall supply a steel framework Trac system design manufactured 

1.04 QUALITY ASSURANCE
The contractor shall provide laborers and supervisors who are thoroughly familiar with 

1.05 REFERENCES

1.06 SUBMITTAL

1.07 PRODUCT HANDLING AND STORAGE

ensure proper ventilation and drainage, and to protect against damage, weather, 

PART 2 - MATERIALS
2.01 MANUFACTURER

2.02 MATERIAL

PART 2 - MATERIALS (continued)

2.03 FABRICATION

applications will vary and wind speed testing can be calculated for an 
additional cost 

PART 3 - EXECUTION
3.01 PREPARATION

3.02 FENCE INSTALLATION
Fence post shall be spaced according to FenceTrac installation instructions or 

posts or grouted core-drilled footers are permissible only if shown by engineering 

on posts are also possible with the FenceTrac system, additional contact may be 

3.03 FENCE INSTALLATION MAINTENANCE

3.04 GATE INSTALLATION

3.05 CLEANING

CONSTRUCTION SPECIFICATION
SECTION 32 31 00



FENCETRAC 0 YEAR LIMITED WARRANTY
FENCETRAC® Customizable Privacy Metal Fencing System is manufactured from the 

highest quality materials by craftsmen to meet the highest standards of workmanship in 

the industry.  Hot-Dipped galvanized steel is precisely heated to provide a Galvanealed 

substrate layer of protection.  The base coat is a thermosetting epoxy powder coating 

protection necessary to withstand adverse environmental conditions.

® is 

exposure to salty environments to the protective coating.

FENCETRAC® Customizable Privacy Metal Fencing System framework is also guaranteed for the same period of time 

against defects in workmanship or materials.  

Should any portion of FENCETRAC® framework manufactured by FENCETRAC® fail in accordance with any of the 
®

issuance of a pro-rated credit.  The decision as to which method of redemption is allowed is solely at the discretion of 

FENCETRAC®

® framework system and not 

shall be sent to FENCETRAC®

® 

shall not be responsible for guaranteed performance or appearance in material.  Neither does this guarantee apply when 

FENCETRAC® reserves the right to inspect the material to determine validity of the claim.

Upon validation of the claim by FENCETRAC®

issuance of a pro-rated credit shall be made by FENCETRAC®.  Reimbursement for the costs of removal and installation 
® provide those services.

FENCETRAC® does not authorize any other person or agent to make any other express warranties.  Some jurisdictions do 
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22 N GARNETT RD 
TULSA, OK 74116

2022© ALL RIGHTS RESERVED. INFORMATION IN THIS BROCHURE SUBJECT TO CHANGE AT ANY TIME.  
PLEASE REFER TO OUR WEBSITE FOR UPDATED INFORMATION.

FOR MANY YEARS FENCE CUSTOMERS WHO HAVE PURCHASED TRADITIONAL 

PRIVACY FENCING HAVE BEEN FRUSTRATED WITH THE INEVITABLE MAINTENANCE 

NEEDS AND REPAIRS. FENCETRAC® HAS SOLVED THIS PROBLEM BY CREATING A 

STEEL TRAC SYSTEM OF THE HIGHEST QUALITY. YOUR PRIVACY MATERIALS ARE 

NOW PROTECTED AND STRENGTHENED - CATCH THE FUTURE OF FENCING!


